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Product Data Sheet   
Acoustic design LVL slats 40 x 39 mm, CC distance 80 mm 

LVL slats in Spruce veneer impregnated with fire retardant 
Acoustic Design by Frøslev A/S 
Herstedøstervej 27-29C, 1. 
DK-2620 Albertslund 
VAT No. DK11932371 

Tel. +45 43 43 48 00 
info@froeslev.dk 
www.acousticdesign.dk 

Fire classification 
 
CE certificate 

B-s1, d0 (component in suspended ceiling) 
Classification according to EN 13501-1 
1070-CPR-714 

Additional data EPD 
Acoustic measurements 
 

 
Material specification 
Product description Acoustic Design LVL slat 40 mm x 39 mm, CC distance 80 mm, open area of 50%. Flat face 

(0°) or glue-lam edge (90°) as front surface. Assembled into panels with integrated acoustic 
fabric or as loose slats.   

Surface 
 

Original rustic spruce surface, constructed of 3 mm parallel-glued veneer layers throughout 
the entire cross-section.  
Oiled or stained on three sides 

Wood Species Spruce (Pices abies (L.) Karst.) 
Design End capped and sanded. 
Dimensions Raw material lengths: 3600, 3900, 4200, and 5100 mm.  

Expect 20 mm for end cutting. 
Quality Sanded 4 sides to finished dimension approx. 38x38 mm 
Properties Fire retardant impregnated with Fireguard IV. 

Non-hygroscopic fire retardant. Can withstand up to 90% relative humidity (RH)  
without the fire retardant reacting. 
All products are glued with waterproof glue.  
Meets the requirement for max. formaldehyde emission E1. 
Panels/slats can be cut to shape on site. 

 
Installation 
We recommend that the panels are installed according to the guidelines in the Acoustic Design installation instructions.  
The product is only intended for interior use.  

 
Storage and handling before installation 
The Acoustic Design panels must be stored dry and in a heated room on site or in a warehouse before use.  
The Acoustic Design panels should be installed when the humidity in the building is below 65% RH to prevent bending/buckling. 

 
Finishing 
The Acoustic Design panels are supplied with surface treatment. If the acoustic panels are damaged, the finish should be repaired 
according to the guidelines in our care and maintenance manual. 
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