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Declaration of Performance (DoP) 
Acoustic design LVL – 39x40 mm 
 

1. Unique identification code for product type: 
Acoustic Design Spruce LVL is impregnated with fire-retardant FG-IV: 39 x 40 mm. Surface treated with oil or stain. 
 
 

2. Type, batch or serial number or any other element allowing for identification of the product in accordance with article 11, no. 4: 
The product is delivered in packages with package note which states package no. and production date to maintain traceability back to time 
of production. 
 

3. Intended use: 
As a component in suspended ceilings. 
To be installed with CC distance of 80 mm as a component in suspended ceilings or on walls mechanically on material with material class 
of A1 or A2-s1, d0, min. 12 mm ≥ 525 kg/m3.  
 

4. Manufacturer: 
Acoustic Design by Frøslev A/S 
Herstedøstervej 27-29C, 1. 
DK-2620 Albertslund 
VAT No. DK11932371 
T +45 43 43 48 00 
info@froeslev.dk 
 

5. Systems for the evaluation and control of the consistency of performance: 
AVCP System 1 
 

6. Harmonised standard: 
EN 13986:2004+A1:2015 
Norsk Treteknisk Institut (NB 1070) has conducted control according to AVCP system 1 in the construction products regulation for 
assessment of the product’s fire performance, inspection of factory, and its FPC-system as well as entered into yearly agreement for 
oversight of the product control system and the product performance.  
A CE-certificate for consistency of performance has been issued no.: 1070-CPR-714. 
 

7. Specified performance: 
  

Essential characteristics Performance Harmonised Standard 
Application area Component in suspended ceilings, CC-distance 80 mm  
Wood Species Spruce (Picea abies (L.) Karst.)  
Dimension (Thickness/width) 39 mm x 40 mm EN 13986:2004+A1:2015 
Density 500 ± 50 kg/m³  
Reaction to fire B-s1, d0  
Emission of Formaldehyde E1  
Sound Absorption NPD  
Water vapor resistance NPD  
Thermal conductivity NPD  

 

8. The performance of the construction product listed above is in accordance with the declared performance: 
This declaration of performance is issued at own risk by the manufacturer as stated in no. 4. 

 

Martin L. Petersen, Managing Director 
Signed for and on behalf of manufacturer, Padborg, 27.01.2026    
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